
LIGHT SENSOR - PSR SERIES
DESCRIPTION:
The PSR-1 is a Light Sensitive Resistor that may be used as 
an input to indicate the presence of light at the sensor 
location. The PSR-1-T is a PSR-1 coupled with a B420-P 
transmitter. The PSR-1-T produces a 4 - 20mA output 
signal. The sensor is designed to be mounted in the end 
of a weatherproof conduit box.

APPLICATION:
The PSR-1 has a resistance in darkness in excess of 1 MΩ 
and resistance in bright light of less than 1.5 kΩ.

The PSR-1 and PSR-1-T indicate the presence or absence 
of light. They should not be used for foot-candle control of 
occupied spaces. The PSR-1-T is calibrated for 4mA in 
bright light > 100 foot-candles and 20mA in darkness < 
0.1 foot-candles.

SPECIFICATIONS:
PSR-1
 Output (non-linear) >1 MΩ in dark
  <1.5 kΩ in bright light

 Temperature -25˚C to 75˚C
  (-13˚F to 167˚F)

PSR-1-T
 Power 12 - 35 VDC
 Max current draw 22mA
 Output (linear) 4 - 20mA (current
  limited to 22mA)
 Temperature -25˚C to 75˚C
  (-13˚F to 167˚F)

PSR: PRODUCT ORDERING INFORMATION
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Light sensor c/w 4 - 20mA output in weatherproof 
enclosure
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LOOP POWERED INDICATOR-EXECUTIVE ENCLOSURE SERIES
DESCRIPTION:
The AE-LPI-X is a loop powered indicator in an executive space enclosure.  The indicator is factory calibrated for a speci�c 
temperature range or 0-100% RH.  

70.55 mm  
(2.76”)

118.9 mm  
(4.68”)

32.26 mm  
(1.28”)

     MODEL PRODUCT DESCRIPTION
       PSR RESISTIVE LIGHT SENSOR
                               CODE         OPTIONS
     1 Sensor only
     T 4 - 20mA Transmitter
     E Weatherproof Enclosure

SPECIFICATIONS:
 
Power Supply................................. 12 to 30 Vdc loop powered  
Display Units .................................  C or  F (Factory set) 
Display Range ............................... As per order 
Display Resolution ...................... 0.1 C or 0.1 F for display of 
                                           00.0 to 99.9 
Display Size .................................... 24 mm W x 11 mm H 
                                           (0.95“ x 0.45“) three digit 
PCB Operating Temperature ... 0 to 70 C (32 to 158 F) 
PCB Operating Humidity .......... 0 to 95% RH (non-condensing) 
Wiring Connections .................... Two wires,screw terminal block, 
                                                 (14 to 22 AWG) 
Manufacturing Process ............. ISO 9001 Certi�ed 
Internal Adjustments ................. Clearly marked ZERO and SPAN pots 

ORDERING:
AE-LPI-X 
X– Su�x Equals 
 
1-    0-35 C 
2-    0-50 C 
3-    0-100 C 
7F- 0-50 F 
7K-   0-100 F
RH- 0 to 100% RH 


